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Cascade Handpiece Delivery System

Cascade Handpiece Delivery System

Your Cascade Handpiece Delivery System is built
around A-dec’s proven Century Plus® control
blocks for three handpieces and, in most
instances, A-dec’s Autoclavable Syringe.

Handpiece Actuation

Handpiece actuation is automatic. When you lift a
handpiece from its holder, or pull the Continental-
style whip forward, the handpiece becomes active
and will run when you press on the foot control disc
(refer to page 3). Return the handpiece to its resting
position to deactivate it.

Figure 1. Handpiece Actuation

Drive Air Pressure Gauge

The drive air pressure gauge (see Figure 2) indicates,
in psi and kg/cm2, the drive air pressure to the
active handpiece.

Figure 2. Drive Air Pressure Gauge
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Arm Brake
(Chair-Mounted Delivery Systems Only)

The arm is braked against vertical movement until
you press the arm brake button (see Figure 2 on
page 2). You then are able to position the

control head. Releasing the arm brake button locks
the control head in place

Foot Control

The foot control modulates drive air to the active
handpiece and provides an air signal that activates
the coolant air and coolant water flow. The foot
control is operated by light foot pressure applied to
any part of the foot control disc.

The foot control is equipped with a wet/dry toggle
and can be equipped with an optional chip blower

FOOT CONTROL DISC

CHIP BLOWER
BUTTON
(Optional)
WET/DRY

TOGGLE
BLUE DOT (water ON)

Figure 3. Foot Control

button (see Figure 3).

Wet/Dry Toggle. Allows you to shut off the coolant
water to the handpiece without moving your hands
from the oral cavity. Using your foot, move the
toggle away from the blue dot to turn the coolant
water OFF. Move the toggle toward the blue dot to
turn the coolant water ON.

Chip Blower Button. Sends a jet of air through the
handpiece when it is not running.
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Handpiece Controls
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Figure 4. Handpiece Controls

Adjustment keys are provided for making
adjustments to the recessed controls. You can
order additional or replacement keys from your
authorized A-dec dealer or use a 1/8" hex key.
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Figure 5. Autoclavable Adjustment Key

Master On/Off Toggle

I MASTER 0O The master on/off toggle
(see Figure 4) turns air, water, and
electricity on or off to the system.

CAUTION

The MASTER ON/OFF TOGGLE should be in the OFF (0)
position whenever the unit is not in use.

This will prevent the possibility of water damage should a
leak occur while the unit is unattended.

Making sure the unit is off will also prevent the
possibility of self-activation and the resulting burn-out
of your electrical accessories.




