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 Operating Instructions

Table 5 lists and defines the touchpad window icons for Endodontics 
mode:

Table 5  Endodontics Mode Settings

Icon Setting Description

Speed Setpoint for file speed limit. For more information, 
consult your file manufacturer.

Torque Setpoint for file torque limit. For more information, 
consult your file manufacturer.

Torque 
Units

Toggles between Ncm (Newton centimeters) and gcm 
(Gram centimeters). Adjusting this setting for one 
handpiece changes it for all handpiece settings. 
Note: 1 Ncm=102 gcm

Ratio Sets the handpiece ratio. For more information, consult 
your handpiece manufacturer.

Air Coolant On/Off—when active, supplies air coolant to the 
handpiece.

Water 
Coolant

On/Off—when active, supplies water coolant to the 
handpiece.

Light 
Source

Enables/Disables endodontics handpiece light source.

Auto off

Auto 
reverse

Auto 
forward

Torque 
Mode

Adjusting this setting for one handpiece changes it for 
all handpiece settings. This icon appears with the 
forward/reverse indicator.
• Auto-off—the motor shuts off when the file speed 
reaches the torque limit.
• Auto-reverse—the motor stops and reverses 
direction when the file reaches the torque limit.
• Auto-forward—when the file reaches the torque 
limit, the motor stops, reverses 3 turns, then changes 
back to forward again. Note: If the file is stuck, this 
cycle repeats three times before the motor stops.

Beeper On/Off—when active, warning beep sounds when you 
approach torque limit and double beeps when the file 
auto-reverses. Adjusting this setting for one handpiece 
changes it for all handpiece positions.

NOTE The A-dec|W&H WD-79M endodontics attachment has a special 
feature due to its ball-bearing design.  Its life-long efficiency factor is stable 
and known, therefore the A-dec endodontics system is able to control and 
display file torque very accurately.  All other handpieces have unknown 
life-long efficiency factors and therefore stated torque values are 
approximate.
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Other System Adjustments
Additional system choices are available. Consult your dealer to 
globally change to any of these setting options:

• Auto-Off Delay—The amount of time the handpiece remains lit 
when idle. The default is 5 seconds. Stepping on the foot control 
refreshes the delay and the lamp relights. The light stays on as long 
as you depress the foot control.

• Light Source Auto-On/-Off—When active, the handpiece light 
automatically turns on when you lift the handpiece from the holder. 
Default in standard mode is On; in endodontics mode is Off.

• Voltage—Depending on your brightness preference and the bulb 
manufacturer’s usage guidelines, the voltage setting adjustment for 
each handpiece light source.
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 Maintenance

Maintenance
This section contains information to:

• Disinfect and Sterilize
• Replace the O-rings
• Remove and Replace the Bulb

Disinfect and Sterilize

Clean and Disinfect the Motor
To clean and disinfect the motor:

1. Wear protective gloves.
2. Disconnect the handpiece and the motor by pulling the two apart.
3. Carefully wipe the exterior of the motor with a soft cloth. Use only 

commercially available surface disinfectants or ethyl alcohol.
4. Dry the motor completely.

Sterilize the Motor
To sterilize the Motor:

1. Purge the water lines with air.
2. Remove the motor from the tubing by pushing the tubing sheath 

back up to the stop while pulling the motor off the handpiece 
tubing.

3. Place the motor in sterile pouch (FDA market cleared), equivalent 
to sterile goods packaging DIN 58953.

4. Sterilize the motor in a water steam sterilizer with vacuum for 10 
minutes at 134 ºC (273 ºF).

5. Be sure the motor is dry before removing from the sterilizer.

NOTE The electric motor should be maintained according to the 
manufacturer’s recommendations and in line with infection control 
procedures for the safety and well-being of patients. 

Improper use, e.g. missing hygienic maintenance, or non-compliance with 
our instructions or the use of accessories and service parts which are not 
approved by A-dec, invalidates all claims under warranty and any other 
claims.
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Replace the O-rings

Replace the O-ring on the Motor Tubing Terminal
To change the O-ring on the motor tubing terminal (see Figure 7):

1. Squeeze the O-ring firmly between thumb and forefinger to form a 
loop.

2. Slide the O-ring up and off the tubing terminal.
3. Slide the new O-ring on carefully.

Figure 7  Change the O-Ring on the Motor Tubing Terminal

Replace the O-rings on the Motor
A-dec recommends you replace all O-rings on the motor at the same 
time. To replace the O-rings on the motor (see Figure 8).

1. Squeeze an O-ring firmly between thumb and forefinger to form a 
loop.

2. Slide the O-ring up and off the motor.
3. Slide a new O-ring on carefully and position in the groove.

Figure 8  Replace O-Rings on the Motor
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 Maintenance

Remove and Replace the Bulb

Remove a Bulb from the Motor
To remove a bulb from the motor:

1. Remove the motor sheath by sliding off in the direction indicated 
(see Figure 9).

2. Position the pliers between the bulb and the bulb holder.
3. Slide out the bulb carefully.

Figure 9  Replace Motor Bulb

Install a Bulb in the Motor
To install a bulb in the motor:

1. Hold the new bulb firmly in the pliers with the flat side facing the 
motor and the dot facing out.

2. Insert the bulb into the bulb holder and push into place with the 
pliers handle.

3. Replace the motor sheath.

CAUTION Remove the motor from the handpiece tubing to change
the bulb.
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